REQUEST FOR RETURN OF COPYRIGHT DEPOSITS

Dated at..~ashingzton D.C,

February 11,1928,

Register of Copyrights,
Library of Congress,

on 131927
Washington, D. C. fE8 1

Mo

Dear Sir: . e
)
)c)l l FEBJ. ;22
The under51gned claimant of copyright in the work herein named,
deposited in the Copyright Office and duly registered for copyright pro=-

tection, requests the return to him under the provisions of sections 59 and

60 of the Act of March 4, 1909, of one or both of the deposited copies of the

ractor Production ®ilm "THE POWER THOUGHT BUILT"

RS e s and registered
under Class............, XXé¢Neo.
If this request can be granted you are asked and authorized to send

the said copy or copies to me at the foilowing address:

T

3\ . o 4aK anmyay
I'ord Motor Company, 5 ennsy

“tof B r“ndﬂlalmant o&\COpyrlght)

(57 Coples Returned
FEB 141922

“ivered in person
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MAIN TITLE -
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Sub-Titles: ‘ L :

3. %o relieve man and bedst from a life of drudgery and to plase farming on a
plane with any other business whose duties are a pleasure to perform
are smbodied in the origin of the FORDSON TRAGTOR,

2, This tdea lay smoldering in the brain of Mr, Ford u&tﬁ his very first c!{m" rés
but it was not watil 1917 that the "Iron Horse” was uu'hal by ite inventer,

3. The ore is shipped from the Ford Moter Company's nines ~ee
4. === to the Blast Furnases at Alver Rouge, Miehigan,

5. The raw metal is speedily unloaded and the first steps toward making a Fordsoen
- are taken, ,

6s The iron ore is dumped into bins,

T Dumping a ear of coal with one of the greatest labor saving devices in our
~ industrial world, : :

8, Think of the labo# saved in this precess ulene and of the effect it will
have on the price of this produet, =

9.  With limestone, our supply fer aanufasturing metal is compléte and the Iren Ore,
Limestone and Coke are sollected Zn their proper proportions and conveyed
to the top of the Blast Furnase. :

This is what takes place inside the furnase.
Every four hours the blast furnase is ready to tap.. A tap hole is drilled ~-
=== And the troughs through which the metal is to flow are banked up,

Then a 1ittle further cleaning ut the tap hose and from 75 to 125 tons of metal
surge forth on a mission of helpfulness to mankind,

Releasing slag. 4
Gtopping noteh with mud gun,
' Iron running from blast furmace spout inte large 75eton truck ladles,
%uohj.ng furnace metal to foundry track,
Large crane pouring furnace metal inte roﬁdn container,
Miging 50% cupola metal with furmase metal in foundry pouring ladle.
Pouring S04 furnase metal f{rom foundry container inte foundry peuring ladles.

Yuring the time the ore is being pmpared for use the core makers are busy
constructing their parté preparatory te ecasting,

Speeial Ford continuous core baking ovens,
Twomen pour tons of metal daily without i fting one pound,




2.

Mould transfer from pouring line to solling and exhaust .

Broaking mewld,

To 00111&& yoom,

Breaking soves.

After tho ¢astings have cooled they are tumbled, chipped, and snagged before
being delivered to the washine shop whers they are maghined on the htut
4ype and often sposially designed mushinery,

The first operation en the sylinder is fasing off four bosses, This provides
a flat surface to losuts from fer the bottom milling, :

Locating from these bosses tho hatior of thesylinder {e milled off wnd then
losating from the bottom the top ie willed on a vertical retary milling machine,

The eylinder head is handled in much the same wyy.

The drilling and tapping is done on multiple spindle drills, Here is one of the
nachines drilling 63 holes from four directions.

All four eylinder are bored at a tiue,

Smooth walle ars insuped a speedial relling process whish olisdnctos grit lodging
in the metal, an inevi detriment resulting from tha grinding precoss,

Speeinl Babbitt beariags are poured inte the block, permitting liner reaming te
the finished surface.

The speeial design of valve wesl porsits assembly witheut grinding, oliminating
grit at another point.

Both the sylinders and jeads are iested wiih water at 40 1bs,praessure befors being
aceepted for asseubly or serviee steck,

At the sume time the transuission cass is being prepored,
As are akie the othesr parts,

A3) sheel Lz carefully ireated te insure those properties of strength essential
to the suscessful eperstion of o heavy duty tracter,

Samples of eash heat are tested to determine the sucsess ¢f the trestment,
And aftor the parts huve beer mashined they are given a fimal imspection,

The machined parts ure delivered tc the assembly anc steek on conveyurs, The
absenge of trucks in the iraster plant is very noticeablse,

Asgenbling the Camshaft and the Crankshaf$, A special Ford method makes it
unnotessary to scrape the bearings,

The bearings are bumished in by revelving the erankshaft. In this way the
Righnet parcentage of bearing surfase is obtained,

The pistons and cennecting reds are surefully selsetsd ue to weight to insure
a well balansed motor,




The pistens are furbher selested for £it i the sylinder wid are assesbled
to the somneeting rods before being assembled in the motor,

Extreme gare is taken to insure the valves opening und elesing in proper
: relation to pisten travlie.

The sonneeting rod bearings are then burnished in.

The gap between the magneto coils and the magnets is an important poimt
in the assembly,

‘The magneto assembly is comploted when the fly wheel is attached to the
erankshaft,

Attashing the head and fromt cover complets the assoubly of the moter unit
whigh is then remeved to the final assembly line.

In the meantime the differential and transmission are sssembled in the housing,
This meets the motor on the final assembly,

Un the moving eonveyer the final parts wre assembled and the Fordson takes
on an appearanse familiar to most of us,

They start 1ike ¢ld timers.

They receive a final inspection =

And a final coat of paimt.

Thus the galiant knight Yordeon, €lad in armor and bearing a standard of
service is ereated, :

$395.00.

Its destination may be any place in the world but ite purpese remains the same,
THE POWER THOUGHT BUILT,

after threshing the grain is brought to the mill and ground inte flour,

4And when the staff of life is prepared and set upon the world's table -
the fruits of Fordson laber are realized,

THE END




This document is from the Library of Congress
“Motion Picture Copyright Descriptions Collection,
1912-1977”

Collections Summary:

The Motion Picture Copyright Descriptions Collection, Class L and Class M, consists of forms, abstracts,

plot summaries, dialogue and continuity scripts, press kits, publicity and other material, submitted for the

purpose of enabling descriptive cataloging for motion picture photoplays registered with the United States
Copyright Office under Class L and Class M from 1912-1977.

Class L Finding Aid:
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